O MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS

" DATE OF PREP. 081 (Aporoved by U.S. Department of Labor “Essentiaily Similar” to Form OSHA-20}

Section | LPFPM 110 — X204

MANUFACTURER'S NAME BOSTIK WEST, DIVISION OF EMHART CORPORATION
STREETADORESS 20846 S. NORMANDIE AVE. CITY.STATE.ANDZIPCODE TORRANCE, CA. 90502
EMERGENCY TELEPHONENO. (213)320-6800

| PRODUCTCLASS AMINE . o ' ' MANUFACTURERS CODE IDENTIFICATION X-304
: - .  Catalyst for 443-3-Series; 3 parts base to l part X-304.
fo;j' 453~1000 Series; 4 parts base to 1 part X-304. .

TRADENA&E . BOSTIK 463-3-Series; 4 parts base to 1 part X-304.

Section Il — HAZARDOUS INGREDIENTS

‘ T VAPOR
INGREDIENT Y. * “o PERCENT LE
 X-304 EPOXY CATALYST CAS NO. e ) oM ma/M? L PRESSURE

Methyl Ethyl Ketone 78-93-3 25-30 200 1.8 70
Butyl Alcohol : - 71-36-3 20-25 100 1.7
Butyl Acetate 123-86-4 20-25 1590 1.7
Butyl Cellosolve 111-76-2 10-15 50 1.1
Toluene 108-88-3 5-10 200 1.2 22
*X~304 may also contain a 111-40-0 1.0
minor amount of diethylene
triamine (DETA)
ACGIH, TWA

Section lIl — PHYSICAL DATA
BOILINGRANGE  176-340° F. : o VAPOR DENSITY HEAVIER || LIGHTER THAN AIR
EVAPORATION RATE D FASTER ,sn.owsé.’mm ETHER PERCENT VOLATILE . S‘Z WEIBHTPER " o L.

Section IV — FIRE AND EXPLOSION HAZARD DATA

porcatecolyed Label, Flammable o FLA'SHQ)I‘%?) 23° . Tag Closed wee 1.1
. - ' ' Cup
EXTINGUISHING MEDIA
: - Exclude air-Use foam, CO,, steam, water fog,
dry chemicals. Do not uSe water.

UNl:JSUAL FIRE AND EXPLOSION HAZARDS . R
: : Vapor forms explosive mixture with air between

upper and lower explosion limits.

SPECIAL FIRE FIGHTING PROCEDURES : v

< Do not use water, exclude air, use water spray
to cool flre exposed surfaces and to protect
personnel :

BOE-C6-0207937



on and ciear fumes from are:
‘unnecesSary personnel awa;
iquid with sawdust, sand-o:

BOE-C6-0207938



